Installation Instructions
ProTeus V Barcode Option

Installation Prerequisites

Please verify the following prior to performing these installation procedures:

· This installation must be performed at a workstation that has ProTeus V Client installed.

· All installations must be performed logged in with ADMINISTRATOR rights to the LOCAL PC.

· In addition to the ProTeus V barcode option, it is necessary to install the PSC Portable Application Library software. Refer to the documentation included with your barcode hardware for information on installing the PSC software.

Step 1: Install Barcode Option

Note:
This procedure should be executed at every ProTeus V workstation that will access the Barcode Reader.

1. Insert the ProTeus V installation CD. If the CD Browser does not automatically launch, browse to the CD Rom drive and double-click on ‘Launch.exe.’

2. From the CD Browser, proceed to [Optional Modules] and select [Barcode].  Click on  [Enterprise or Professional] depending upon the ProTeus V product level purchased.

3. The installer will attempt to install Barcode in the following directory: C:\Program Files\Eagle\Barcode. If there are other requirements, specify a new path during the installation. Otherwise, follow all of the installer’s default settings.

4. Allow the installation to complete, and then restart the computer.

Step 2: Enable Barcode Option

Note:
This step needs to be performed one time at one ProTeus V Client workstation.


This step needs to be performed using the ProTeus V installation CD.

5. From the CD Browser under “Step 3”, click on [Enable Product]. 
6. Login as the ProTeus V Administrator.

7. Select ‘Barcode’ within the ‘Options’ box.

8. Click the arrow to the right of the ‘Options’ box.

9. Enter the Security Code provided by Eagle Technology, Inc. Click ‘OK’ when finished. 

10. Close the ADD/REMOVE Options program, and exit the CD Browser.
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