
The link to success!

With the ever-increasing complexity associated with today’s 

automated buildings, the breakdown of critical systems is an 

increased risk to building management. Eagle Technology has 

developed a data interface to address this problem. ProTeus 

Alarm Interface (PAI) is the first of its kind in the facility 

management industry and provides continuous alarm vigilance 

with direct interface to most Building Automation Systems 

(BAS), supporting such popular standards as BACnet®.

The user-friendly interface provides a simple means to 

associate an alarm, event or equipment runtime with a 

specific work order defining tasks and parts required. 

User options such as auto-activate and auto-print further 

enhance response times. PAI also provides the capability for automated 

email messaging or paging to immediately inform technicians of alarm 

status and actions.

The values added with PAI are numerous. The most significant is the 

reduction of labor cost, which is a direct result of real time monitoring 

and action in association with automated work order generation. 

PAI directly minimizes an employee’s 

time required to read, analyze, activate 

and create work orders for alarms. The 

action is executed quickly therefore, 

reducing time and labor cost. 

Optimum efficiency when handling 

preventive maintenance is another value 

PAI offers. Runtime triggers prevent a maintenance team from over or 

under maintaining equipment. Which equates to less downtime, a more 

efficient use of manpower and an increased life of HVAC equipment. 

Trend analysis from work order history provides valuable information to 

implement predictive maintenance strategies.

PAI provides one-of-a-kind integration with BAS environments to 

help facilities around the world achieve cost-effective maintenance 

management.

ProTeus ALArm Interface

Supported 
Vendors

Since PAI is a BACnet 

compliant device, any 

vendors meeting the 

requirements (on back) 

can interface to PAI. 
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ProTeus Alarm Interface

ProTeus Data Interface (PDI) is a device instance, running 

as a client, facilitating receipt of alarms from selected 

objects. Configured alarms are sent to ProTeus CMMS 

for automated work order generation based on pre-

determined tasks. PAI supports both Algorithmic Change 

and Intrinsic Reporting.

Specifications

are new and innovative screens, human engineered and user-friendly, 

making short work for creating, updating and closing of work orders, and 

can all be done from a single screen. Other functions within the product 

include these same innovations. Added query functions permit faster 

lookups for preferred sorting and can be saved for each user. Preferred 

settings and queries are then automatically loaded for each user login.

• Automated Work Order Generation

• Manage workloads to correspond with available manpower

• Increases Asset Life

• Enhanced Response Time

• Reduction in paperwork  

and communications cost

PAI BACnet  
Services Supported

• The Alarm Manager and Alarm Configuration Programs must 

be located on the same LAN(subnet) as the BACnet network. 

Multiple subnets require routers.

• A third party software is used for BACnet communications 

using BACnet/ IP or ISO 8802-3 (Ethernet). Manual 

configuration for binding to Ethernet adapter is required.

• The Alarm Manager or Alarm Configuration programs cannot 

be installed on the same workstation with other programs that 

will also be communicating on BACnet.

• PAI implementation requires setup and configuration by trained 

system integrators.

PAI Requirements

There are no objects supported within the PDI device. 

This list identifies the objects of vendors’ devices that 

are configurable to PDI.

Supported Objects

• Analog Input 

• Analog Output 

• Analog Value

• Binary Input 

• Binary Output 

• Binary Value

• Multi-State Input 

• Multi-State Output 

• Multi-State Valu

Vendor Requirements

• Vendor device compatibility with ANSI/ASRAE 

standard 135-2001.

• Support Intrinsic or Algorithmic Change Reporting.

• Support BACnet/IP or ISO 8802-3 (Ethernet) protocol.

• Support ANSI X3.4 Character Set

• Software capable of registering PDI device ID as 

a recipient for event notification. Eagle does not 

provide this function.
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